
Le maschere protettive Laser LP 8000 sono specificatamente
progettate per proteggere il viso e gli occhi degli operatori nei
lavori che richiedono una maggiore protezione rispetto ai più
semplici occhiali laser, ad esempio utilizzando le saldatrice laser
manuali.

Sia l’ergonomico caschetto realizzato in fibra di carbonio, che lo
schermo protettivo, sono stati progettati per il massimo confort
dell’operatore, in conformità con i più elevati standard qualitativi e
sottoposti ai controlli utili ad ottenere le certificazioni CE, NIOSH,
ANSI, CSA, AS/NZS 

 

LP 8000
MASCHERA PROTETTIVA LASER

è partner commerciale di 

Dati tecnici:

Descrizione prodotto:

Shell Front Plate Carbon Fiber

Filter Size 114x133x10 mm

View Size 106x120 mm

Interlock function Optional 

Shade No. W2.5

Visible Light Transmission W2.5: 529nm (>30%)

Filter Peak Wavelength Transmittance >5%

Wavelength 900-1000nm OD6+

Wavelength 1000-1100nm OD7+

Wavelength @ 1064nm OD10+

Filter Laser filter

LPF5-3

Passive welding filter with laser protection 
LPF5-3 900-1080nm

Protection shield (Carbon) 900-1100nm

D LB7 IR LB8 CE

D LB7 IR LB8 CE

Helmet Shell Nylon


